
MOBILE, SECURE & SCALABLE
Modular configuration ensures maximum scalability while 

extending secure networks using any communication spectrum. 

The T-1000 meets Information Assurance guidelines.

RUGGED HIGH-PERFORMANCE
The T-1000 is expertly engineered for harsh environments at 

the forward edge of the mission. With advanced power options, 

operators have a remote networking solution with the power 

and grit to keep you connected in the harshest environments.

FEATURES
Fully manageable switch

Management CLI, HTTP, HTTPS, SNMP v2/3, SSH and telenet

VLAN Support: 802.1Q trunking and tagging as well

and port based VLANS

DHCP: Per port allocation

Port Security: MAC address based

Aerospace Broadcast Government Infrastructure

Secure Network Mobility for Emergency 
Voice and Data Communications

T-1000
TACTICAL NETWORKING KIT



 

Weight: 6.0 lbs
Size:  7.5x5x5.25
Temperature Range:  Operable from 32° –130°
Power Input: 10-36 VDC, 6 amps max,2 amps typical
Power Output: 5 and 48 VDC for 5 VDC accessories 

and additional; POE
 

System Visual Indications:  

    Router System LED
Normalize LED  

    Over temperature LED
Graphical User Interface (GUI) option LED

Normalize:  Push-button switch to declassify router
Network Ethernet Ports: 

(1 ea) Routed Uplink  
    (2 ea) Switched ports  
    (7 ea) Accelerated LAN ports including (2) 802.3af POE ports
    801.1Q VLAN support  
    MAC based port security

Router Type: Cisco 5915 ESR with  Advanced Enterprise IOS    
VPN and DMVPN with up to AES-256 bit encryption    

    Radio aware routing  
    Unified Communications Manager Express
    IKEv2 with SUITE B encryption algorithms
Accelerations: 

Up to 12 Mbps and 1200 TCP sessions
     Standards based TCP acceleration compliant 

 

with DISA architectures
 Black-hole detection and GRE acceleration

 

    Virtual “Fail-to-Wire”

Weight:  2.23 lbs
Size:  5.0 x 5.25 x 3.2
Temperature Range:  Operable from 32° - 130°
Power Input:  10-36 VDC, 4 watts plus up to 60 watts
Ethernet Ports:  
    (4 ea) Fast Ethernet switched ports

(4 ea) Fast Ethernet switched ports with 802.3a
    (1 ea) RJ-45 console port
Features:

Fully manageable switch  
    Management CLI, HTTP, HTTPS, SNMP v2/3, 

 

SSH and telenet  
    VLAN Support: 802.1Q trunking and tagging as well

 

    
as port based VLANs

     DHCP: Per port allocation     
     Port Security: MAC address based
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ENDURANCE POWER MODULE
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OUTPUTS:Total Output Power Available : 134 watts
3-15 VDC outputs via 2 JBX 1-3 and 1 JBX 1-4 (70 watts max per output)
3-24 VDC outputs via 3 JBX 1-3 (80 watts max per output)
1 - 5 VDC output via 1 JBX 1-5 (15 watts max) 
1 - USB charging output (7.5 watts max) 
1 - UBI-2590 charging output (25 watts)

BATTERY CHARGING: 
48 watt charger for charging internal battery and 25 watt charger for  
charging external UBI-2590 battery 
INTERNAL BATTERIES: 
2 TSA-friendly 83 watt-hour lithium-Ion batteries (field removable and  
hot-swappable)

Dimensions: 16.0” x 9.0” x 2.3”
Weight: 9.52 lbs
Environmental: 0 to 50 C operating
Power Input: 
9-36 VDC (battery or DC via JBX 3-4) and 90-264 VAC 47 
to 63 Hz AC (via IEC C14) with Passive Power Factor Correction 
compliant with EN61000-3-2 class A; Internal 166  Watt-hour 
Lithium-Ion Battery System

Indications:
LCD displays internal battery status to include 
discharge rate, run-time remaining;  charge rate, and charge 
time remaining. Charging status light for external UBI-2590 
battery.  AC supply status LED battery.
Controls:
Battery Disconnect Switch, Operating Mode Switch,
on/off switch for each of 3 network module power ports


