


SPECIFICATIONS

Band

Re�ector

Azimuth Range

Elevation Range

Operating Temperature

Storage Temperature

Operational Wind Speed

Operational Rainfall

Relative Humidity

Weight

Dimensions (Stowed)

Certi�cations

Polarization

Transmit Frequency (GHz)

Receive Frequency (GHz)

EIRP, Min @ midband (dBW)

G/T, @ 20° elevation

CCT120-DA

X 
(60W)

Ku 
(50W)

Mil Ka 
(35W)

Ku
(Antenna only)

C120-DA

1.2 x 0.84 m (47.2 x 33.1 in); Carbon �ber

± 175°

10° to 90°

-32°C to +50°C (-26°F to +122°F)

40°C to +70°C (-40°F to +158°F)

Up to 20 m/s (44.7 mph) Up to 12 m/s (26.8 mph) Up to 20 m/s (44.7 mph)

Max 100 mm/hr (4 in/h)

Up to 100% condensing

65 kg (142.9 lb) 60 kg (132.3 lb)63 kg (138.9 lb)

161 x 131 x 38 cm (63.5 x 51.4 x 14.8 in) when stowed

SkyNET (X-band); Eutelsat type approved (EA-V057);
Intelsat type approved (GVF/IA201AAA);

Inmarsat GX type approved (Mil Ka-band); ARSTRAT (WGS) certi�ed
(X- and Ka-band);

CE Certi�ed according to 1999/5/EC R&TTE and
2006/42/EC Machinery Directives

Varies based on
con�guration

Linear,
cross-pol; co-pol option

Circular,
reversible

Circular,
reversible

Linear,
cross-pol

7.9-8.4 13.75-14.50 30.0-31.0 13.75 to 14.5

7.25-7.75 10.70-12.75 20.2-21.2 10.7 to 12.75

54.2
@ P1dB

57.7
@ P1dB

59.0
@ Pmax lin

Varies based on
con�guration

15.7 
(typ @ mid-band)

19.0 
(typ @ mid-band)

21.0 
(typ @ mid-band)

Varies based on
con�guration

COMPLEMENTARY SOLUTIONS

MAXVIEW ENTERPRISE
Network Monitor and 

Control Software

MANAGED NETWORK SERVICES
Satellite Capacity in 

Various Bands
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CYBER SECURITY SERVICES
Customized Network 

Security Solutions


